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PANEL CUTOUT

NOTES:

  ELECTRICAL:
  TERMINATOR RESISTOR: 75 ohms
  RESISTOR POWER RATING: 1/4 WATT.

  MISCELLANEOUS:
  F-SERIES PLUGS MUST BE ENGAGED TO DISABLE TERMINATING
  RESISTOR BETWEEN OUTER SHELL AND CENTER CONDUCTOR.
  TERMINATING RESISTOR IS INTENDED TO TERMINATE CABLES FOR
  SIGNAL LEVEL ENERGY ONLY.
 
  COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE
  WITH L-COM SPEC. PS-0031.

  ALL DIMENSIONS ARE FOR REFERENCE ONLY

RoHS Compliant 
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BODY ZINC NICKEL
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SPANNER NUT BRASS NICKEL
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3/11/10A

-

INITIAL RELEASE

- -

D.GRIFFIN

-

- - - -

CATEGORY

PRODUCT DESCRIPTION

DIMENSIONS ARE IN INCHES [mm]

- - - -

CONFIGURATION DETAILS OF
UNDIMENSIONED FEATURES

MAY VARY 

NONE

FSCM NO.

43321

ADAPTER, F TYPE AUTO TERMIN

COAXIAL

PROJECTION

UNLESS OTHERWISE SPECIFIED,

D. CASTRO

COLOR VARIATIONS
MAY OCCUR

3/8/10
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005
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